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Fire Department • Fire and Environmental Protection Division • 1000 Villa Street • Mountain View, CA 94041-1295 

650-903-6378 • FAX 650-903-6122 
 
 

Plan Check Requirements for: 
LIMITED SPRAY AREAS 

(Update-- 4/99) 
 

 
The Fire and Environmental Protection Division of the Mountain View Fire Department (650-903-6378) will review your 
submitted plans using this plan check guideline. 
 
Where appropriate, enter below the page number of your submitted plans where the item asked for is described and 
highlight the item in your plans,  Include brochures,  manufacturer’s cut sheets, and calculations with the plans when 
asked for. 
 
If all the required information asked for is included in your plans or attachments, they can be reviewed and approved by 
the Fire and Environmental Protection Division as quickly as five working days. 
 
*************************************************************************************************************************************** 

 
Facility Name: __________________________ Address: ________________________________ 
 
Architect Name: ________________Phone:_____________PC#:__________ Date:___________ 
 

 
Applies To:  Noncontinuous spraying of flammable/combustible liquids when the aggregate 

surface area to be sprayed <9 square feet. 
 

 
 
1) If the floor area exceeds 3,000 sq. ft., provide approved automatic fire extinguishing system in the occupancy (CFC 
4502.6.2). Show fire extinguishing system on the plans, if applicable.  Plan page number: _______ 
 
2)   Provide mechanical ventilation to meet a flow of six air changes/hour (CFC 4502.6.5). Attach manufacturer’s cut 
sheets on the ventilation blower and highlight the appropriate sections. 
 
3)  Electrical wiring within 10 feet of the floor shall meet Class I, Division 2 requirements (CFC 4502.6.6).  Show this 
wiring on the plans.  Plan page number: ________. 
 
4)   No open flames or spark-producing devices shall be located within 20 feet of the spray area unless separated by a 
partition (CFC 4502.4.1). Indicate which option will be used, and if a partition is installed, include the specifications on the 
partition.  Plan page number: ______ 
 
5)  No space heaters, steam pipes or other hot surfaces shall be located inside the spray area (CFC 4502.4.2).  Indicate 
this on the plans.  Plan page number: ______ 
 
6)  Electrical equipment in spraying areas located such that deposits of combustible residues could accumulate thereon 
shall be specifically approved for these locations.  (CFC 4502.4.3.1).  Indicate the electrical equipment to be used inside 
the spray area and its approval.  Plan page number: ________. 
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7)  Electrical wiring and equipment not subject to deposits of combustible residues, but located in the spray area shall be 
of an explosion-proof type approved for used in a Class I, Division 1 hazardous location. (CFC 4502.4.3.2).  Indicate any 
Class I, Division 1 electrical on the plans.  Plan page number: ________. 
 
8)  All electrical wiring and equipment outside but within 20 feet of the spray area (and not separated from the spray area 
by partitions) shall be of a type approved for use in a Class I, Division 2 hazardous location (CFC 4502.4.3.2). Attach 
manufacturer’s specifications on all equipment used within 20 feet of the spray area.  Verify that all wiring will meet the 
C1D1 specifications.  Plan page number: _______ 
 
9)  Spraying equipment shall be interlocked with the ventilation of the spraying area such that spraying operations cannot 
be conducted unless the ventilation system is in operation. (CFC 4502.5.1).  Show the electrical schematics for the 
interlock between the spraying operation and ventilation system.  Plan page number: ________. 
 
10)  Electric motors driving exhaust fans shall not be placed inside exhaust ducts. (CFC 4502.5.4).   Show the location of 
the electric motor for the exhaust fan on the plans.  Plan page number: ______ 
 
11)  Fan rotating elements shall be nonferrous or nonsparking or casings shall consist of or be lined with such material.  
(CFC 4502.5.4).   Show the materials of construction for the fan and fan elements.  Plan page number: _______ 
 
12)  Exhaust ducting for the spray area shall have a thickness in accordance with the following table. (CFC 4502.5.5) 
 

DIAMETER OF DUCT (inches) MINIMUM SHEET THICKNESS (inches) 
8 or less 0.021 (24 gage) 
Over 8 to 18 0.027 (22 gage) 
Over 18 to 30 0.033 (20 gage) 
Over 30 0.044 (18 gage) 

 
Show the exhaust duct thickness on the plans.  Plan page number: _______. 
 
13)  Ducts conveying explosive or flammable vapors, fumes or dusts shall terminate at least:  30 feet from the property 
line, 10 feet from openings into the building, 6 feet from exterior walls or roofs, 30 feet from combustible walls or openings 
into the building which are in the direction of the exhaust discharge, and 10 feet above adjoining grade. (CFC 4502.5.5).  
Show these distances on the plans.  Plan page number: _______. 
 
14)  Exhaust ducts shall have a clearance from combustible construction  of not less than 18 inches unless protection of 
exposed surfaces is provided in the following table.  (CFC 4502.5.6.1 and 4502.5.6.2). 
 

PROTECTION APPLIED TO COMBUSTIBLE 
CONSTRUCTION WITHIN 18” OF THE EXHAUST 
DUCT 

CLEARANCE REQUIRED (inches) 

0.013 “ (28 gage) sheet metal on 1/4 inch insulating 
millboard 

12 

0.013” (28 gage) sheet metal on 1/8 inch insulating 
millboard spaced out 1 inch on noncombustible 
spacers 

9 

0.027” (22 gage) sheet metal on 1 inch rockwool batts 
reinforced with wire mesh or the equivalent. 

3 

 
Indicate the clearance provided and any protection applied to the combustible construction.  Plan page number: _____ 
 
15)  The mechanical ventilation system shall have air intake ducts extend to pick up flammable vapors within 6 inches of 
the floor.  (CFC 4502.5.7).  Show the location of the are intake ducts on the plans.  Plan page number: __________. 
 
16)  Exhaust ducts hall not include individual bends exceeding 45 degrees.  (CFC 4502.5.8).  Show  the exhaust ducts on 
the plans.  Plan page number: _______. 
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17)  Cleanout openings shall be provided at intervals which allow thorough cleaning of ducts.  Cleanout openings in ducts 
shall be equipped with tightfitting sliding or hinged doors constructed of metal which is equal to or greater than the 
thickness of the duct or pipe.  Such doors shall be equipped with a substantial latch to hold the door tightly closed.  (CFC 
4502.5.9).  Show the cleanout openings on the plans.  Plan page number: __________. 
 
18)  Provide at least 1 4A:40BC fire extinguisher within 30 feet of the spray area (CFC 4502.8.2). 
 
19)  Limited spray areas may only be located in H4 occupancies.   (CFC 4502.6.2).  Contact the Building Official at 650-
903-6313 to obtain additional H4 occupancy requirements for the occupancy. 

 

  
  
  
  
  

 
 


